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Trendy, Tifón barrier fence consists of bars randomly arranged at different heights, at 
the front and back of its horizontal rails.

Suitable for both residential and public areas, Tifón balustrade is highly resistant. 

Its attachment to posts, using a unique model of metal brand bands, makes it easy to 
change the direction and angle of the fence and ensures easy installation on sloping 
ground. 

The product

TIFÓN BALUSTRADE

Characteristics
Grey 7016 Green 6005     Black 9005      White 9016      Other colours upon request 

FENCE 
HEIGHT (m)

PANEL ROUND POST SQUARE POST POST HEIGHT (m)

LENGTH
(m)

HEIGHT
(m)

TYPE
(mm)

CENTER DIS-
TANCE (m)

TYPE
(mm)

CENTER DIS-
TANCE (m) TO SEAL ON BASE 

PLATE

1,00

2,48

1,00

Ø 60 x 2

2,570 60 x 60 x 2 2,545

1,30 1,05

1,20 1,20 1,50 1,25

1,50 1,50 1,90 1,55

1,80 1,80

Ø 60 x 3

2,15 1,85

2,00 2,00 2,35 2,05

2,40 2,40 2,90 2,45

+ 5 mm
- 0 mm

+ 5 mm
- 0 mm

•	 Panel with 40 x 40 x 1,5 mm horizontal crossbars and Ø 25 x 1,5 mm vertical 
bars randomly placed

•	 Can be combined with a gate and/or side gate in the same design

•	 Available in round or square posts

•	 Weather-resistant polypropylene caps

•	 Installation by sealing or on a base plate 

•	 Part of the bars extending above the upper horizontal rail: 100 ou 200 mm

•	 Space between 2 bars : ≤ 100 mm

Round post 
brace band
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